SECURALL® When It Comes to Safety  Exira Strength From Superior

We Go By The Book Design & Worimanship
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SIECd:UIRﬁALIA s Door & Hinges | Competitor's Canehuction
odel No. - Mtal Scrows for @888 Comparable Attashmeont Of
achmen
Easy Door Model - Piano Hinges

Replacement

Self-latching oroed
Safe-T-Door
Holds 9 - 5 gallon safety

cans ‘
Adjustable 18-ga.

Standard Features o cavanized Steel | Standard Features

Shelves with
* Weight: 320 Ibs. (added strength from 500 Ib. Capacity | _ Weight: 269 Ibs.
increased welding and sheet metal forming) ) . .
= Rivets used in the construction of

[
Self-closing :@
L

Open Corner

Mig-welded N
Construction

Construction

24-ga.
Galvanized
Steel Shelves

. . 18-ga. . .
* Sturdy sheet me}:ltal screws used hln the construction Galvannealed steel|  door & attachment of piano hinges
of door & attachment of piano hinges. Construction For | _ . . Locking
P 8 | Premium Paint Smaller piano door hinges L-Handle

Adherence And

% Heavier and larger piano hinges. Open corners

Finish
#* Mig-welded corners. - 24-ga. (.029) galvanized steel
#* 18-ga. (.050) galvanized steel shelves with 3-point, Spring- shelves +Point Motal
500 Lb. Capacity. Nﬁn_spa,king = Self closing mechanism placed Rod Tock?nag
Self-latching within airspace System

#* Self closing mechanism segregated from 1.5” Button closure

airspace.

¥ Flush-mounted self-latching door handle.

- Manual Locking L-handle

- 3-point metal rod latching system

2 Inch Vent - " 1
Openings In Interior 1 1/8" vent openings

& Exterior Walls

1 1/8” Interior

* 3-point, spring-operated button latches. Vent Opening

% 27 vent openings in both interior & exterior walls.

Sheet Metal
Screw

5/16 - 18 x Y2 Zinc
plated Grounding , k&
Bolt 1 I

Vacke Wil
Galvannezled
Steellill

securallproducts.com

888-326-7890

Self Closing Mechanism | 18-ga. Cold Rolled
within Hazard Area Steel Construction

Self Closing Mechanism | Flush-mounted
outside of 1.5” airspace | Locking Handle

The #1 Quality Safety Cabinet Since 1965




